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C40 352 Heavily stained areas of facing 
stonework to be cleaned using approved 
method. Refer to Fabric Repair Elevations : 
GA220 + GA222

H71 250 Existing granite castillation 
rebedded on lime mortar over new parapet 
coping. C41 405 Structural dowels as per 
S.E details. Dowels sealed with lead sealnt 
around penetration through flashing.

H71 250 Parapet coping formed in milled 
lead sheet over lead clips

J31 110 Liquid applied roofing system lapped 
beneath tiles and parapet as per 
manufacturers details. 

J31 110 Existing asphalt gutters and linings 
left in place if new roofing manufacturer 
approves and a 1:80 falls are achieved. 

H62 110 Existing slate roof stripped and 
relaid with over new sw battens. Slavaged 
slates to be used for Guildhall Square 
elevation and 'Pannier Market' Slates to be 
used for Market / River Elevations.
Police Station Roof Only

H62 110 treated sw counterbattens over 
breathable sarking membrane to form 
continuous ventilated void. Sarking membrane 
dressed over waterproofing system to 
manufacturers details 
Police Station Roof Only

P10 150 70mm rigid insulation between and 
below rafters - Kingspan Kooltherm K107 
Pitched Roof Board

H71 250 Existing granite castillation 
rebedded on lime mortar over new parapet 
coping

C41 405 Existing castillation to be reinstalled 
on structural dowels as per S.E details

H62 110 Existing roof slates relaid

J31 110 Liquid applied roofing system lapped 
beneath slates and parapet as per 
manufacturers details. 

H71 250 Parapet coping formed in milled 
lead sheet over lead clips with welt joints 
spaced equally between all castillations. 

C41 405 Existing castillation to be reinstalled 
on structural dowels as per S.E details

H71 250 Parapet coping formed in milled 
lead sheet over lead clips with welp joists 
spaced equally between all castillations. 

J31 110 Liquid applied roofing system lapped 
beneath slates and up and over parapet as 
per manufacturers details. 

J31 110 Existing asphalt gutters and linings 
left in place if new roofing manufacturer 
approves and a 1:80 falls are achieved. 
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Note:  Alterations and upgrades to existing fabric detailed on demolition plans, details and 
specification
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Liquid Applied Gutter System Details
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EXISTING PHOTO - POLICE STATION GUTTER
Existing gutter with bituminous render and asphalt gutters
1:5 @ A1
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a. These details are for Tender purposes only and not for construction
b. All leadwork to be in accordance with Lead Sheet Association recommended details
c. Note: Existing parapet upstands do not allow for the installation of stepped lead gutters to the   

Police Station and the Courtroom.
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Stage 4 - TENDER ISSUE

T1: 11.02.19 - NBS Notation Added

T1

Note: Courtroom Roof Slates remain in place apart from where 
required to install parapet gutter waterproofing and roof is not insulated


