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Notes:

1. DO NOT SCALE THIS DRAWING. ALL DIMENSIONS IN MILLIMETRES
UNLESS OTHERWISE STATED.

2. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECT'S STRUCTURAL ENGINEERS AND M&E DRAWINGS AND THE
M&E SPECIFICATION, SAMPLES SHEET AND ROOM DATA SHEETS.

3. ALLITEMS OF EQUIPMENT SHALL BE INSTALLED AS TO THE
MANUFACTURER'S RECOMMENDATIONS.

4. ALLINFORMATION AND LAYOUTS DETAILED ON THIS DRAWING ARE
SUBJECT TO SITE DIMENSION CHECKS.

5.  EXTRACT GRILLES SHALL EXTRACT AT THE FOLLOWING RATES:
SHOWERS - 15Ltrs/sec
URINALS - 10Ltrs/sec
WCs - 10Ltrs/sec
KITCHENETTE - 30Ltrs/sec WITH BOOST TO 60Ltrs/sec

6. ALL FINAL DUCT BRANCHES SHALL BE @125 UNLESS STATED OTHERWISE.

7. ALL WC EXTRACT GRILLES SHALL BE SWEGON EXCa @125 ADJUSTABLE

CIRCULAR EXHAUST VALVES WITH DIRECT DUCT CONNECTIONS.
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SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION

FOR DETAILS OF SITE-WIDE AND GENERAL RISKS, TO BE READ IN
CONJUNCTION WITH THESE NOTES, SEE THE CONTRACT DOCUMENTS
AND, WHERE WORKS ARE NOTIFIABLE, THE PRE-CONSTRUCTION
INFORMATION PACK ISSUED BY THE CDM CO-ORDINATOR

IN ADDITION TO THE RISKS NORMALLY ASSOCIATED WITH
THE TYPES OF WORK DETAILED ON THIS DRAWING, NOTE
THE FOLLOWING RISKS AND INFORMATION:

Di.
Dii.

Diii.
Div.

DISMANTLING / DEMOLITION (Future)

IT 1S ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY
A COMPETENT CONTRACTOR WORKING, WHERE
APPROPRIATE, TO AN APPROVED METHOD STATEMENT
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GRILLE SCHEDULE

REFERENCE DIMENSION FLOW RATES PRODUCT
CIRCULAR @100 VALVES 6l/s WATERLOO RWV_R
REFERENCE DIMENSION ACCESSORIES PRODUCT
300x300 INSECT MESH, BIRD GUARD AND PLENUM BOX WATERLOO YGA-RF
1450x570 INSECT MESH AND BIRD GUARD
INDEPENDENT SLATES
600x300 INSECT MESH, BIRD GUARD AND PLENUM BOX |  SUPPLIERS (ISS) NATURE
SLATE VENT 10,000mm? F.A.
(L Toa) #125 INSECT MESH, BIRD GUARD PLENUM BOX, VENT AXIA UNITEX COWL
FULLY WEATHERPROOF SYSTEM
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