
SECTION 1-1
SCALE 1:20

REINFORCED BASE RC25/30
WITH A393 FABRIC TOP & BTM,
50mm COVER.
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2 No. 100mm THK 10N
DENSE BLOCKWORK WALLS.

CONCRETE REINFORCED
CAVITY WITH A252 FABRIC.

CONCRETE CAPPING
STONE.

BARRIER TO ARCHITECTS
SPECIFICATION.
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150mm THK STONEWORK
FACING WALL.

VISIBLE WALL TO BE STONEWORK.

SECTION 2-2
SCALE 1:20

300x300x15 BASE PLATE
SEE CONNECTION DETAILS.

200x100x8 RHS.

100x100x6.3 SHS.

100x100x6.3 SHS.

SEE SPIRE
CONNECTION DETAILS.

NOTE :- ALL STEEL TO BE
GALVANIZED IF EXPOSED.

JOISTS TIED WITH
SIMPSON STRONG TIE
TIMBER JOIST HANGERS

200x100x6.3 SHS.

200mm THK SLAB.

100x100x6.3 SHS INTERNAL
MEMBERS ALL ROUND. SPIRE
T.B.C. SUBJECT TO ROOFER INPUT.

TOP SECTION OF 'SPIRE'
ASSUMED TO BE WELDED
INTO A SINGLE SECTION
AND LIFTED INTO POSITION
AS A SINGLE PIECE.

100x100x6.3 SHS.

SECTION 3-3
SCALE 1:10

NEWEL POST FROM
GROUND FLOOR.

STEPS ABOVE TO
BE REMOVED.

SECTION 4-4
SCALE 1:10

EXISTING
JOIST SEE ARCHITECTS

FINISHES

15mm PLYWOOD DECK

EXISTING
CEILING

NOTE : NEW JOISTS C24
TIMBER. EXISTING JOISTS
ASSUMED C16 TIMBER.

NEW 100 x 50mm JOISTS
@400mm CRS. SCREW
TOGETHER USING 80x5
SCREWS @ 600C/C.

STRINGER FIXED
TO/REBATED INTO NEWEL
POST. EXACT DETAIL TO
BE ........ ON SITE.

SECTION 5-5
SCALE 1:20

LINE OF EXISTING
SLAB.

DESIGN IN ABEYANCE PENDING
SOURCING OF SUITABLE
GRANITE LINTEL.
ALTERNATIVELY PROVIDE 4 No.
PRECAST CONCRETE LINTELS.

IN ABEYANCE PENDING
SOURCING OF SUITABLE
GRANITE LINTEL.

EXISTING WINDOW CUT DOWN
TO GROUND AND HEAD RAISED
REUSE EXISTING LINTELS - IF
POSSIBLE, ALTERNATIVELY
REPLACE WITH 10 NEW
LINTELS. MAKE GOOD REVEALS
IN STONEWORK.
TEMPORARY WORKS REQUIRED

1:30 RAMP 1:12 RAMP

MOVEMENT
JOINT

SLAB TO BE BROKEN OUT, NEW
200mm THK SLAB CAST INSITU TO
FORM RAMP, FINISH TO BE SMOOTH
TROWELED.
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NEW SLAB TO BE MIN 200mm THICK
RC 32/40 WITH AIR ENTRAINMENT,
PROVIDE 1 x A393 FABRIC IN TOP
AND BOTTOM. INSULATION, DPM,
SAND BLINDING BY ARCHITECT.

SECTION 7-7
SCALE 1:10

18mm PLYWOOD DECK.

18mm PLYWOOD DECK.

DOUBLE 150x50mm TIMBER
JOISTS AT PARTITION.

200x50mm TIMBER JOISTS.

150x50 C24 JOISTS SUPPORTED ON
SIMPSON JHA 270/50 HANGERS.

200x50 C24 JOISTS @ 400mm C/C.

TIMBER PACKERS TO
REQUIRED LEVEL DIFFERENCE.

SECTION 6-6
SCALE 1:10

FFL +83.715

FFL +83.352

SKEW NAILS INTO TIMBER RACKERS.

STEP CONSTRUCTION BY OTHERS.

178x102x19 UB WITH CONTINUOUS
C16 TIMBER INFILL BOLTED TO STEEL
USING M12 BOLTS WITH 36mm Ø
3mm WASHERS @ 900mm C/C.

18mm PLYWOOD DECK.

18mm PLYWOOD DECK.

100x100x6.3 SHS.

10mm THK STEEL
PLATE WELDED TO
BASE OF SPIRE FRAME.

2 No. BB0850DTASM BLIND BOLTS.

6mm THK STAINLESS
STEEL PLATE.

4 No. BB0850DTASM BLIND
BOLTS IN EACH FRAME FACE.

SPIRE CONNECTION DETAIL
SCALE 1:10

6mm THK STEEL PLATE.

4 No. BT0850DTASM
BLIND BOLTS.

100x100x6.3 SHS.

2 No. BB0850DTASM
BLIND BOLTS.

200x200x6mm 'L'
PLATE WELDED TO
BASE OF SPIRE FRAME.

4 No. BT0850DTASM
BLIND BOLTS.

2 No. BB0850DTASM
BLIND BOLTS.

100x100x6.3 SHS.

SPIRE CONNECTION DETAIL PLAN
SCALE 1:5

BASE PLATE DETAIL
SCALE 1:5
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1. ALL DIMENSIONS ARE TO BE CHECKED ON SITE BEFORE THE COMMENCEMENT
OF WORKS. ANY DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT &
ENGINEER FOR VERIFICATION. FIGURED DIMENSIONS ONLY ARE TO BE TAKEN
FROM THIS DRAWING.

2. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT ENGINEERS'
AND SERVICE ENGINEERS' DRAWINGS AND SPECIFICATIONS. THIS DRAWING IS
COPYRIGHT.

3. ALL WORK TO COMPLY WITH THE RELEVANT BRITISH STANDARDS, CODES OF
PRACTICE AND BUILDING REGULATIONS.
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